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Always. Reliable. Tight.

For cable und pipe (duct) seals

PRESS SEALS

INSIDE OF BUILDING WALL OUTSIDE OF BUILDING

Standard press seal for cables
split with segmented ring technology
HRD...-SG 

• sealing width 40 mm 
•   for quick adaptation to cable diameter 

on-site

Standard press seals for pipes installed
in fibre cement pipe (closed FZR.../split
FZR...G) or core drilling holes 
 

• HSN = sealing width 20 mm
• HSD = sealing width 40 mm
• HSDD = sealing width 80 mm

HRD...-2(1)-(G)-F-z/d individual press seal 
closed/split with overlapping flange 
 

• sealing width 30 mm (1) 
 non-pressing water
• sealing width 60 mm (2) 
 pressing water

ADS sealing set
e.g. for corrugated cable ducts with
ISO ring and clip rings inside cementco-
ated wall sleeve ZVR...

Core drilling or
wall sleeve (ZVR)

e. g. core drilling
or wall sleeve

(ZVR)

HRD...-SG

Core drilling
or fibre cement

wall sleeve
(FZR.../FZR...-G)

HSN/HSD/HSDD

Core drilling
or wall sleeve

(ZVR)

HRD...-2(1)-(G)-F-z/d

SYSTEM OVERVIEW
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Tel. +49 7322 1333-0
Fax +49 7322 1333-999

office@hauff-technik.de

Hauff-Technik GmbH & Co. KG

Robert-Bosch-Straße 9
89568 Hermaringen, GERMANY

sy
st

em
ü

b
_r

in
g

ra
u

m
_e

n
_1

80
21

5
Th

e 
in

fo
rm

at
io

n
 in

 t
h

is
 p

am
p

h
le

t 
is

 b
as

ed
 o

n
 o

u
r 

cu
rr

en
t 

te
ch

n
ic

al
 k

n
o

w
le

d
g

e 
an

d
 e

xp
er

ie
n

ce
. T

h
is

 d
o

es
 n

o
t 

re
le

as
e 

p
ro

ce
ss

o
rs

 a
n

d
 u

se
rs

 f
ro

m
 t

h
e 

re
sp

o
n

si
b

ili
ty

 o
f 

co
n

d
u

ct
in

g
 t

h
ei

r 
o

w
n

 c
h

ec
ks

 a
n

d
 t

ra
ils

 d
u

e 
to

 t
h

e 
n

u
m

b
er

 o
f 

p
o

ss
ib

le
 in

fl
u

en
ce

s 
in

 t
h

e 
p

ro
ce

ss
in

g
 a

n
d

 u
se

 o
f 

o
u

r 
p

ro
d

u
ct

s.
 W

e 
w

ill
 

re
p

la
ce

 a
ll 

p
ar

ts
 t

h
at

 a
re

 u
n

u
sa

b
le

 b
ec

au
se

 o
f 

d
ef

ec
ti

ve
 m

at
er

ia
ls

. N
o

 r
ep

la
ce

m
en

t 
fo

r 
d

ef
ec

ts
 a

ri
si

n
g

 d
u

ri
n

g
 t

ra
n

sp
o

rt
 o

r 
st

o
ra

g
e 

o
r 

d
u

e 
to

 im
p

ro
p

er
 in

st
al

la
ti

o
n

 a
n

d
 t

h
ei

r 
co

n
se

q
u

en
ce

s.

Always. Reliable. Tight.

For cable und pipe (duct) seals

PRESS SEALS

SYSTEM OVERVIEW

INSIDE OF BUILDING WALL OUTSIDE OF BUILDING

HRD...-1(G)-z/d
individual press seal
closed/split (G)

• sealing width 30 mm (1) 
 non-pressing water

Sealing in front of the wall flange
(HRD...F closed/HRD-FG split)
with press seal HRD...-2(1)-(G)-z/d
individual press seal closed/split (G)
 
• sealing width 30 mm (1)
 non-pressing water  
• sealing width 60 mm (2) 
 pressing water

HRD...-2(G)-z/
individual press seal
closed/split (G)

•  sealing width 60 mm (2)  
pressing water

Flange wall sleeve for buildings with
sealing membranes in acc. with
DIN 18195, Part 9 (black tank)
with HRD...-2(1)-(G)-z/d
individual press seal closed/split (G)
 
• sealing width 30 mm (1)  
 non-pressing water
• sealing width 60 mm (2)  
 pressing water 

Core drilling or
flange wall sleeve

HRD...-F/HRD...-FGHRD...-1(G)-z/d

Core drilling or
flange wall sleeve

HRD...-FUFAHRD...-2(G)-z/d

Other special solutions on request!


